
  Handy Jetter™ 
150 Ft. Drain Cleaner 

Operating Instructions 

Recommended Uses 
Cleaning PVC and metal drain lines.  

For cold-water pressure washers only. 

Do not use with water over 120° F, steam, solvents, 
or additives.  

Do not use in ceramic (clay or concrete) drains, wood fiber 
(Orangeburg) drains, or any pipes that have preexisting 
damage from roots, foundation cracks or corrosion. 

Do not use with pressure washers rated over 4,000 PSI. 

         Safety 
Always wear chemical-resistant gloves and eye protection 

when using this product. 

Do not place any part of the body in front of a spraying 
jet nozzle. 

Should high-pressure water pierce skin or tissue seek im-
mediate medical attention.  



1. Carrying Handle 6. Jumper Hose 

2. Locking Ring 7. Base 

3. Pressure Swivel 8. Inline Trigger 

4. Wind-Up Handle 9. Trigger Hanging Loop 

5. Jetter Hose and Nozzle 10. M22 Adapter and Cap 

Handy Jetter™ 



Use only in well-ventilated areas.   

Do not inhale water vapor from dirty drains. 

Do not use in drains that contain chemical cleaners. 

Read and follow your pressure washer safety instructions.  

Save these instructions and refer to them before each use. 

To Assemble  
Required:  Phillips screwdriver, pliers 

Pull and twist the locking ring to unlock the reel.  

Turn the reel to uncoil enough hose to expose the three 
bolt holes so that you can attach the wind-up handle.  

Attach the handle using provided nuts, bolts and washers. 

Before Using 
Run water through all supply hoses until you are sure that 

the water supply is clean.  

Remove and save the inline trigger thread protector cap. 

Keep open ends of the hoses and trigger free of debris.  

Grasp the inline trigger, insert the  high pressure hose  
fitting into the threaded adapter, and tighten the collar.  

Position the jetter reel and inline trigger near the drain 
opening, keeping all supply hoses untangled and clear of 
any foot and  vehicle traffic. 

To Use 
Pull and twist the locking ring so that the reel turns freely.  

Insert the jetter hose nozzle at least one foot into the drain 
opening, turning the nozzle in the direction of the clog.  

Squeeze the inline trigger to maintain the flow of water.  



For improved cleaning, each time the line advances a few 
feet pull back halfway, then resume moving forward.  

If the line stops moving forward, pull back and allow to 
move forward again or pulse the trigger several times.  

When removing the drain cleaner use care to stop the flow 
of water before the nozzle reaches the drain opening.  

Keep the drain cleaner hose away from hot surfaces,  
engine manifolds, sharp or abrasive surfaces. 

Do not kink or knot the line.  

After Use 
Pull and twist the locking ring to lock the reel.  

Turn off the pressure washer and disconnect the inline  
trigger from the high-pressure hose.  

Replace the inline trigger thread protector cap. 

Hang the inline trigger on the carrying handle with the 
hanging loop. 

Inspect the line and fittings, replace if damaged or worn.  

Store in a cool place, away from direct sunlight. 

Keep away from children and pets. 

 

For drain cleaning and safety tips visit 

www.ClogHog.com 
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